
ZETA 90 ZETA 100 ZETA 150 ZETA 50  
UNDERMOUNT

ZETA 105  
UNDERMOUNT

ZETA 150  
UNDERMOUNT

Material Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel

Finish / Colour Choice Polished Polished Polished Polished Polished Polished

Application Inset Inset Inset Undermount Undermount Undermount

Unit Dimensions mm (F-B) 510 510 510 464 464 465

Unit Dimensions mm (L-R) 940 1030 1030 205 494 600

No. Bowls 1 1 1.5 1 1 1.5

1st Bowl Length mm (F-B) 420 420 420 320 420 420

1st Bowl Width mm (L-R) 360 450 360 170 450 360

1st Bowl Depth mm 180 180 180 130 200 180

2nd Bowl Length mm (F-B) - - 320 - - 320

2nd Bowl Width mm (L-R) - - 170 - - 170

2nd Bowl Depth mm - - 130 - - 130

Drainer Reversible Reversible Reversible - - -

Min Cabinet Size mm 500 600 600 - - -

Min Cabinet Size mm (u/mount) - - - 300 500 600

Inset Cut Out mm (F-B) 494 494 494 - - -

Inset Cut Out mm (L-R) 924 1014 1014 - - -

Undermount Cut Out - - - Use Template Use Template Use Template

Waste 1 x BSW 1 x BSW 2 x BSW 1 x BSW 1 x BSW 2 x BSW

Overflow 1 x Round 1 x Round 1x Round - 1 x Round 1 x Round

Suitable for WDU Yes Yes Yes No Yes Yes

Taphole  mm 35 35 35 - - -

Taphole predrilled Yes Yes Yes - - -

Weight kg (unpacked) 

Weight kg (packed)

Packed Dimensions mm (F-B)

Packed Dimensions mm (L-R)

Packed Depth mm

Guarantee Lifetime Lifetime Lifetime Lifetime Lifetime Lifetime
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CARRON PHOENIX / FRANKE UK / WEST PARK / MIOC / STYAL ROAD / MANCHESTER / M22 5WB / E: sales@carron.com / www.carron.com

Zeta’s modern design combines straight lines with soft curves and the low profile perimeter gives added 
design appeal. Available in three inset models and three undermount models, Zeta is user-friendly with  
spacious bowls an practical accessories.

Polished


